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Short description: red, often cephalopod-rich, micritic limestones with irregular stratification to nodular 
formation and argillaceous intercalations; heavily marly in parts 
 

 

Commodity 
(vocabulary) 

Lithology 
(vocabulary) 

Typical 
colour 

(code list) 

Place of origin 

Country County / District / 
Province 

Municipality / 
Community 

Place/town / 
Village 

Commercial 
Limestone Limestone Red Austria Hallein/Salzburg Adnet Adnet 

 

 

4 cm 



        
     

 

Geological setting 
 

 

Geology: Adnet limestone includes both reef limestone varieties of the youngest Triassic (Adnet Tropf marble; 
orange signature on the map) and a variety of colourful, predominantly red limestones of the early Jurassic (the 
typical Adnet marbles; red signature on the map). The main distribution area is restricted to the region 
immediately east of Adnet. In this area of not quite 2x2 km, the different varieties alternate in a very confined 
space. The individual varieties of Adnet marble are usually named after the quarry where they were first 
encountered. Red nodular limestones of the Adnet Formation are distributed throughout the Northern Calcareous 
Alps, but here in Adnet two essential requirements are met: firstly - and most importnant -, the very low influence 
by the subsequent alpine tectonics, and secondly, the occurrence in easily accessible areas close to cultural 
centres. 
 

 

Production: Adnet limestone has been quarried for over 800 years in numerous quarries east of Adnet. The 
heyday of extraction was in the late Gothic, Baroque, late 19th century and early 20th century. 
 

 

Geological age: Upper Triassic (Rhaetian) to Lower Jurassic (Liassic) 
Geological unit: Oberrhätkalk (URI: http://resource.geolba.ac.at/GeologicUnit/410); Adnet-Formation (URI: 
http://resource.geolba.ac.at/GeologicUnit/421) 

 

http://resource.geolba.ac.at/GeologicUnit/410
http://resource.geolba.ac.at/GeologicUnit/421


        
     

 

 

Application, use and heritage 
 

Description: Adnet limestone is valued as a decorative stone. Depending on the variety of rock, it is used for floor 
tiles or wall coverings, for columns, sculptures, altars or objects of art. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Description: well conserved gothic tombstone (inside cathedral of Wiener Neustadt) 
 



        
     

 

 

Petrography 
 

Description:  
 
 

 

Source of information:  
 

  



        
     

 

Mineral composition 
 
If no accurate number, use MM=main minerals, SM = Subordinate minerals, AM=accessory minerals    

Mineral 1 (%)  Mineral 2 (%) Mineral 3 (%) Mineral 4 (%) Mineral 5 (%) Mineral 6  (%) Mineral 7 (%) 
 

        

Mineral 8 (%) Mineral n (%)      
 

 
        

 

Source of information:  
 

 

  



        
     

 

Physical properties 
 

Apparent 
density (EN 
1936) kg/m3 

Open porosity 
(EN 1936)     
% vol 

Water absorption at 
atmospheric pressure (ΕΝ 
13755) % wt 

Uniaxial Compressive 
strength (EN 1926)   
MPa 

Flexural strength under 
concentrated load (ΕΝ 
12372) MPa 

     
 

Real density (EN 
1936) kg/m3 

Total porosity (EN 
1936) % vol 

Water absorption coefficient by 
capillary (EN 1925) (g/m2 x s0,5) 

Flexural strength under constant 
moment (ΕΝ 13161) MPa 

    
 

Frost resistance (EN 12371) 
Technological Test (Test A) 

Identification Test (Test B): 
Number of cycles completed 

prior to stone failure 

Flexural strength (EN 
12372) after freeze-thaw 

cycling, MPa 
Number of cycles 

Uniaxial compressive 
strength (EN 1926) 
after freeze-thaw 

cycling, MPa 

Number of cycles 

     
 

Resistance to ageing by thermal shock (EN 14066) 

Change in dynamic modulus 
of elasticity (increase: +; 

decrease: -) % 

Change in open porosity 
(increase: +; decrease: -) 

% 

Change in ultrasound pulse 
velocity (increase: +; 

decrease: -) % 

Change in flexural strength 
under conc. load (increase: +; 

decrease: -) % 
 

     
 

Abrasion resistance (ΕΝ 14157) 
Resistance to salt 
crystallisation (EN 

12370) 

Breaking load at dowel hole (ΕΝ 
13364) 

Method A - Wide 
Wheel Abrasion 

Test,  mm 

Method B - Böhme 
Abrasion 

Test,  cm3 / 50cm2 

Method C - 
Amsler Abrasion 

Test,  mm 

Change in mass 
(increase: +; 

decrease: -), % 

Breaking load, 
N 

Thickness of 
the test 

specimens, 
mm  

       
 

Slip resistance by means of the pendulum tester 
(EN 14231 / CEN/TS 16165) Rupture energy 

(EN 14158), 
Joule 

Thermal Conductivity (EN 
1745), 
W/m∙K 

Tested 
surface 
finish 

Slip Resistance Value — SRV 

Dry test condition Wet test condition 

     
 

Source of information:  
 



        
     

 

Chemical properties 
Main elements 

SiO2   
(%) 

Al2O3  
(%) 

Fe2O3  
(%) 

TiO2 
(%) 

MgO   
(%) 

CaO  
(%) 

Na2O 
(%) 

K2O   
(%) 

MnO  
(%) 

P2O5  
(%) 

SO3  
(%) 

LOI    
(%) 

            
 

Trace elements 

V (ppm) Cr  (ppm) Mn  (ppm) Co  (ppm) Ni  (ppm) Cu  (ppm) Zn  (ppm) As  (ppm) 
        

Sr (ppm) Cd  (ppm) Ba  (ppm) Pb  (ppm) Be  (ppm) Rb  (ppm) Bi  (ppm) U  (ppm) 
        

Sc  (ppm) Y  (ppm) Th  (ppm) Sb  (ppm) Ta  (ppm) Nb  (ppm) Zr  (ppm) Sn  (ppm) 
        

Ag  (ppm) B  (ppm) Mo  (ppm) W  (ppm) Ga  (ppm) Ge  (ppm) Se  (ppm) Cs  (ppm) 
        

Tl  (ppm)        
        

 

REE 

La  (ppm) Ce (ppm) Pr  (ppm) Nd  (ppm) Sm  (ppm) Eu (ppm) Gd  (ppm) Tb  (ppm) 
        

Dy  (ppm) Ho  (ppm) Er  (ppm) Tm  (ppm) Yb  (ppm) Lu  (ppm)   
        

 

Methods applied and source of information: 
 

 

  



        
     

 

Sources of more information 
 

Type of information Name of provider URL 
This data sheet Geological Survey of Austria (GBA) 

 
https://www.geologie.ac.at 
 

Non-commercial 
directory 

  

Commercial directory   
Scientific publication   
Other publication   

 

Böhm, F. (2003): Lithostratigraphy of the Adnet Group (Lower to Middle Jurassic, Salzburg, Austria).-  In: Piller, W. E. 
(Hrsg.): Stratigraphia Austriaca, Österreichische Akademie der Wissenschaften, Schriftenreihe der 
Erdwissenschaftlichen Kommission, 16, S. 231-268, 16 Abb., Wien. 

Dorner, R., Höfling, R. & Lobitzer, H. mit Beiträgen von Feitzinger, G., Svobodová, M. & Svábenická, L. (2009): 
Nördliche Kalkalpen in der Umgebung Salzburgs (Exkursion H am 17. April 2009).-  Jahresbericht Mitteilungen 
oberrheinischer geologischer Verein, N.F. 91, S. 317 - 366, 25 Abb., Stuttgart. 

Gawlick, H.-J., Missioni, S., Schlaginweit, F., Suzuki, H., Frisch, W., Krystyn, L., Blau, J. & Lein, R. (2009): Jurassic 
Tectonostratigraphy of the Austroalpine Domain.- Jurassic Austroalpine, Stratigraphia Austriaca. Journal of Alpine 
Geology, 50, 1-152, 74 Abb., Wien. 

Kieslinger, A. (1963): Die nutzbaren Gesteine Salzburgs.- Mitteilungen der Gesellschaft für Salzburger Landeskunde: 
Ergänzungsband, xi+435 S., Bergland-Buch, Salzburg. 

Kretschmer, F. (1990): Marmor aus Adnet.- Heimatbuch Adnet, 1. Bd., 332 S., Salzburger Bildungswerk, Adnet. 

Plöchinger, B. mit Beiträgen von Brandecker, H., Leditzky, H.P., Maurin, V., Tichy, G. & van Husen, D. (1990): 
Erläuterungen zur Geologischen Karte der Republik Österreich 1:50.000 Blatt 94 Hallein.- 76 S., 8 Abb., 2 Taf., 
Geologische Bundesanstalt, Wien. 

Wagreich, M., Böhm, F. & Lobitzer, H. (1996): Sedimentologie des kalkalpinen Mesozoikums in Salzburg und 
Oberösterreich (Jura, Kreide) Exkursion B1.-  Exkursionsführer SEDIMENT'96, 11. Sedimentologentreffen, Wien, 
1996, BGBA Nr. 33, 58 S., 35 Abb., 1 Tab., 1 Taf., Wien. 

 

Picture of stone surfaces: Source: Kieslinger-Archive, Geological Survey of Austria, Wien 

Geological map: Plöchinger, B. (1987): Geologische Karte der Republik Österreich 1:50.000 Blatt 94 Hallein.- 1 Bl., Geologische 
Bundesanstalt, Wien. 

Topographic map: Basemap.at (https://basemap.at) 
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