
                            

 
 

 

Perg 
Perger Granit 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Short description: fine- to medium-grained, grey to blue-grey biotite granite of highly uniform texture, whereby 
the structure can sometimes be slightly porphyritic; plagioclase always outweighs potassium feldspar and shows 
characteristic oscillating zonation; furthermore quartz, biotite and muscovite 
 

 

Commodity 
(vocabulary) 

Lithology 
(vocabulary) 

Typical 
colour 

(code list) 

Place of origin 

Country County / District / 
Province 

Municipality / 
Community 

Place/town / 
Village 

Commercial 
Granite Granite Light-grey Austria Perg / Oberösterreich 

(Upper Austria) Perg Perg 
Lanzenberg 

 

5 cm 



        
     

 

 

Geological setting 
 

 

Geology: Late to post-collisional, calcalkaline, small-grained biotite granitoid with I-type characteristics (light pink 
signature on the map) located north of Perg (Mühlviertel, Upper Austria). 
 

 

Production: The quarry area is located directly north of Perg, where the rock used to be mined in several large 
quarries, of which only one is still operating today (red marking). 
 

 

Geological age: about 316 Ma; Late to Post Variscan 
Geological unit: Perger Granit; (tectonic unit): Südböhmischer Batholith / Southern Bohemian Batholith (URI: 
http://resource.geolba.ac.at/tectonicunit/106) 

 

 

 



        
     

 

 

Application, use and heritage 
 

 

Description: Perger granite is used as façade claddings, columns, funeral monuments, in road and bridge 
construction as well as for river and stream regulations; it is widely used as street paving in Vienna. 
 

 

 

 

Description: Part of the Monument against war and fascism in Vienna is the “Stone of the Republic”. This granite 
monolith weights 57 tons, measures 8.4 m in hight and is said to be the biggest stone ever delivered from the 
quarries in Mühlviertel. It comes from Perger Trommelbergbruch. In the other picture the stone’s texture is shown.  
 
  



        
     

 

 

Petrography 
 

 

Description:  
 
 

 

Source of information:  
 

 

  



        
     

 

Mineral composition 
 
If no accurate number, use MM=main minerals, SM = Subordinate minerals, AM=accessory minerals    

Potassium feldspar 
(%)  Plagioclase (%) Quartz (%) Biotite (%) Muscovite (%) Apatite  (%) Zircon (%) 

 
28-29 35-38 23 8-13 1 AM AM  

Opaque phases (%)       
 

 
AM        

 

Source of information: Richter, 1965 
 

 

  



        
     

 

Physical properties 
 

Apparent 
density (EN 
1936) kg/m3 

Open porosity 
(EN 1936)     
% vol 

Water absorption at 
atmospheric pressure (ΕΝ 
13755) % wt 

Uniaxial Compressive 
strength (EN 1926)   
MPa 

Flexural strength under 
concentrated load (ΕΝ 
12372) MPa 

     
 

Real density (EN 
1936) kg/m3 

Total porosity (EN 
1936) % vol 

Water absorption coefficient by 
capillary (EN 1925) (g/m2 x s0,5) 

Flexural strength under constant 
moment (ΕΝ 13161) MPa 

    
 

Frost resistance (EN 12371) 
Technological Test (Test A) 

Identification Test (Test B): 
Number of cycles completed 

prior to stone failure 

Flexural strength (EN 
12372) after freeze-thaw 

cycling, MPa 
Number of cycles 

Uniaxial compressive 
strength (EN 1926) 
after freeze-thaw 

cycling, MPa 

Number of cycles 

     
 

Resistance to ageing by thermal shock (EN 14066) 

Change in dynamic modulus 
of elasticity (increase: +; 

decrease: -) % 

Change in open porosity 
(increase: +; decrease: -) 

% 

Change in ultrasound pulse 
velocity (increase: +; 

decrease: -) % 

Change in flexural strength 
under conc. load (increase: +; 

decrease: -) % 
 

     
 

Abrasion resistance (ΕΝ 14157) 
Resistance to salt 
crystallisation (EN 

12370) 

Breaking load at dowel hole (ΕΝ 
13364) 

Method A - Wide 
Wheel Abrasion 

Test,  mm 

Method B - Böhme 
Abrasion 

Test,  cm3 / 50cm2 

Method C - 
Amsler Abrasion 

Test,  mm 

Change in mass 
(increase: +; 

decrease: -), % 

Breaking load, 
N 

Thickness of 
the test 

specimens, 
mm  

       
 

Slip resistance by means of the pendulum tester 
(EN 14231 / CEN/TS 16165) Rupture energy 

(EN 14158), 
Joule 

Thermal Conductivity (EN 
1745), 
W/m∙K 

Tested 
surface 
finish 

Slip Resistance Value — SRV 

Dry test condition Wet test condition 

     
 

Source of information:  
 



        
     

 

Chemical properties 
Main elements 

SiO2   
(%) 

Al2O3  
(%) 

Fe2O3  
(%) 

TiO2 
(%) 

MgO   
(%) 

CaO  
(%) 

Na2O 
(%) 

K2O   
(%) 

MnO  
(%) 

P2O5  
(%) 

SO3  
(%) 

LOI    
(%) 

68,67 15,83 0,40 0,34 0,98 2,02 3,60 5,20 0,07 0,13   
 

Trace elements 

V (ppm) Cr  (ppm) Mn  (ppm) Co  (ppm) Ni  (ppm) Cu  (ppm) Zn  (ppm) As  (ppm) 
        

Sr (ppm) Cd  (ppm) Ba  (ppm) Pb  (ppm) Be  (ppm) Rb  (ppm) Bi  (ppm) U  (ppm) 
        

Sc  (ppm) Y  (ppm) Th  (ppm) Sb  (ppm) Ta  (ppm) Nb  (ppm) Zr  (ppm) Sn  (ppm) 
        

Ag  (ppm) B  (ppm) Mo  (ppm) W  (ppm) Ga  (ppm) Ge  (ppm) Se  (ppm) Cs  (ppm) 
        

Tl  (ppm)        
        

 

REE 

La  (ppm) Ce (ppm) Pr  (ppm) Nd  (ppm) Sm  (ppm) Eu (ppm) Gd  (ppm) Tb  (ppm) 
        

Dy  (ppm) Ho  (ppm) Er  (ppm) Tm  (ppm) Yb  (ppm) Lu  (ppm)   
        

 

Methods applied and source of information: Richter, 1965 
 

 

  



        
     

 

Sources of more information 
 

Type of information Name of provider URL 
This data sheet Geological Survey of Austria (GBA) 

 
https://www.geologie.ac.at 
 

Non-commercial 
directory 

  

Commercial directory   
Scientific publication   
Other publication   

 

Anthes, G., Heinrich, M., Lipiarski, P., Massimo, D., Kollars, B. & Rabeder, J. (2006): Grundlagenerhebung zu 
Vorkommen von Granitgesteinen in Österreich: Voruntersuchungen der nutzbaren Festgesteinsarten unter 
schwerpunktmäßiger Betrachtung der qualitativen Eigenschaften für den Verkehrsflächen- & Wasserbau als Basis für 
den Österreichischen Rohstoffplan.- Studie zu Projekt Ü-LG-050, 64 S., 2 Anl., 3 Blg., Stobl/Wien. 

Fuchs, W. & Thiele, O. (1987): Erläuterungen zur Geologischen Karte der Republik Österreich 1:50.000 Blatt 34 Perg.- 
31 S., Geologische Bundesanstalt, Wien. 

Richter, W. (1965): Petrographische Untersuchungen am Mauthausener Granit im österreichischen Moldanubikum.- 
TMPM, 3. F., 10, S. 265-296, Wien. 

Rupp, C., Linner, M. & Mandl, G. (Red.) (2011): Geologische Karte von Oberösterreich 1:200.000: Erläuterungen.- 255 
S., Geologische Bundesanstalt, Wien. 

Seemann, R., Summesberger, H. & Schumacher, A. (1998): Wiener Steinwanderwege: Die Geologie der Großstadt.- 
Verlag Brandstätter, 159 S., Wien. 

Wieden, P. & Kappel, F. (1973): Untersuchungen der Gesteinsmaterialien hinsichtlich Abriebverhalten und 
Widerstandsfestigkeit gegen Polieren.- BM f. Bauten und Technik, Straßenforschung, H2, BF Arsenal, Wien. 

https://de.wikipedia.org/wiki/Mahnmal_gegen_Krieg_und_Faschismus 

 

Picture of stone surfaces: Source: Werbegemeinschaft der Steinmetzmeister im Rahmen der österreichischen Bundesinnung 
unter Mitarbeit der Landesinnungen Wien, Niederösterreich, Oberösterreich und Steiermark (Ed., 1991): Naturstein.- 
Natursteinkatalog, 96 Bl., Wien. 

Geological Map: Fuchs, W. & Thiele, O. (1982): Geologische Karte der Republik Österreich 1:50.000 Blatt 34 Perg.- 1 Bl., 
Geologische Bundesanstalt, Wien. 
 
Topographic map: Basemap.at (https://basemap.at) 
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