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Petra Anogyras

Petra Pachnas

Short description: Limestone (Calcarenite)

i Place of origin
Commodity Lithology Typical
(vocabulary) | (vocabulary) colour
(code list) County / District / Municipality / Place/town /
Country . . .
Province Community Village

Commercial

. Limestone ellow Cyprus Limassol Anogyra Anogyra

limestone ¥ vp &y &Y

Hr


https://data.geoscience.earth/ncl/geoera/eurolithos/CommodityCodeValue/_58e11c7d-0b0e-4395-85e5-80eddf2ce902
https://data.geoscience.earth/ncl/geoera/eurolithos/CommodityCodeValue/_58e11c7d-0b0e-4395-85e5-80eddf2ce902
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Geological setting
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Geology: Pachna Formation

The Pakhna Formation 22 Ma, consists mainly of alternating layers of yellowish marls and chalks with the presence
of calcarenite layers and occasional development of conglomerates. Sedimentation of the Pakhna Formation began
and terminated in shallow-water environment with the development of reefal limestones (Terra Member at the
base and Koronia Member at the top of the Formation).

Production: In 2019, 1935 tons were produced. The quarries area is near Anogyra village, located west of Limassol.

Geological age: End of the Oligocene period / 22 million years ago

Geological unit: Pachna Formation
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Application, use and heritage

Description: a. Church of Timiou Stavrou (Holy Cross) in Anogyra village and is situated southwest of the core of
the village. The Church of Timiou Stavrou is built over the foundations of an early Christian Basilica at the end of
the 15th century.

HY



EUROLITHOS:

Description: Restored listed building house is located in Anogyra village and it built with Limestone (calcarenite)
quarried from Anogyra village.
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Petrography

Description: Microphotograph of calcarenite (packstone), showing organogenic detridal limestone sediments
including fragments of fossils, microfossils micrite and sparry calcite.

‘ Source of information: Cyprus Geological Survey Department
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Mineral composition

If no accurate number, use MM=main minerals, SM = Subordinate minerals, AM=accessory minerals

Montmorillonite

Calcite (%) Quartz (%) (%)

Plagioclase (%)

97 3 trace trace

Source of information: The research project”Characterization of structural and decorative stones used in Cyprus',
which was approved and funded by the Research Promotion Foundation. The contractor was a Mosaic and Marble
Industry Association with partners for the research work of the Department of Geological Survey, the University of
Cyprus (Department of Civil and Environmental Engineering) and the Institute of Geological and Mining Research
of Greece.
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Physical properties

Apparent Open porosity | Water absorption at Uniaxial Compressive | Flexural strength under
density (EN (EN 1936) atmospheric pressure (EN | strength (EN 1926) concentrated load (EN
1936) kg/m3 | % vol 13755) % wt MPa 12372) MPa

2006 25,5 - 49 11,5

Real density (EN
1936) kg/m3

Total porosity (EN
1936) % vol

Water absorption coefficient by
capillary (EN 1925) (g/m2 x s0,5)

Flexural strength under constant
moment (EN 13161) MPa

2729 26,5 26,556

Frost resistance (EN 12371) R

Technological Test (Test A)

Flexural strength (EN
12372) after freeze-thaw
cycling, MPa

Number of cycles

Uniaxial compressive
strength (EN 1926)
after freeze-thaw
cycling, MPa

Number of cycles

Identification Test (Test B):
Number of cycles completed
prior to stone failure

Resistance to ageing by thermal shock (EN 14066)

Change in dynamic modulus
of elasticity (increase: +;
decrease: -) %

Change in open porosity
(increase: +; decrease: -)
%

Change in ultrasound pulse

velocity (increase: +;
decrease: -) %

Change in flexural strength
under conc. load (increase: +;
decrease: -) %

Resistance to salt

. Breaking load at d | hole (EN
crystallisation (EN reaking load at dowel hole (

Abrasion resistance (EN 14157)

12370) 13364)
. . Thick f
Method A - Wide | Method B - B6hme Method C - Change in mass Breaking load ;Eens;o
Wheel Abrasion Abrasion Amsler Abrasion (increase: +; Ng ! specimens
Test, mm Test, mm? Test, mm decrease: -), % P - ’
20092

Slip resistance by means of the pendulum tester

(EN 14231 / CEN/TS 16165)

Rupture energy | Thermal Conductivity (EN

Tested Slip Resistance Value — SRV (EN 14158), 1745),
surface . . Joule W/m:-K
finish Dry test condition Wet test condition

86 79

Source of information: The research project”Characterization of structural and decorative stones used in
Cyprus', which was approved and funded by the Research Promotion Foundation. The contractor was a Mosaic
and Marble Industry Association with partners for the research work of the Department of Geological Survey,

the University of Cyprus (Department of Civil and Environmental Engineering) and the Institute of Geological
and Mining Research of Greece.
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Main elements
Si0> | ALOs | Fe03 | TiO; MgO | CaO | Na,O K-0 MnO | P,0s SO; LOI
(%) (%) (%) (%) (%) (%) (%) (%) (%) (%) (%) (%)
3 ] - - 1 94 ppm — PPM 1 4 55q | PPM - -
levels levels levels
Trace elements
V (ppm) Cr (ppm) | Mn (ppm) | Co (ppm) | Ni (ppm) | Cu (ppm) | Zn (ppm) | As (ppm)
37 27,6 537 8 15 17,9 17,7 2,3
Sr (ppm) Cd (ppm) | Ba (ppm) | Pb (ppm) | Be (ppm) | Rb (ppm) | Bi (ppm) U (ppm)
168 0,21 76 7 0,6 0,07 0,6
Sc (ppm) Y (ppm) Th (ppm) | Sb (ppm) | Ta (ppm) | Nb (ppm) | Zr (ppm) | Sn (ppm)
1,3 11,5 0,6 0,49 0,03 0,3 3,2 0,53
Ag (ppm) B (ppm) | Mo (ppm) | W (ppm) | Ga (ppm) | Ge (ppm) | Se (ppm) | Cs (ppm)
0,03 0,5 0,71 0,05 2,37 0,05 0,9 0,16
Tl (ppm)
0,07
REE
La (ppm) Ce (ppm) Pr (ppm) | Nd (ppm) | Sm (ppm) | Eu(ppm) | Gd (ppm) | Th (ppm)
12,6 22,6 1,7 12,1 1,6 0,6 3 0,4
Dy (ppm) | Ho (ppm) | Er (ppm) | Tm (ppm) | Yb (ppm) | Lu (ppm)
2,16 0,4 1,1 0,2 0,9 0,2

‘ Methods applied and source of information: ICP, Geochemical — Chemical Laboratory of Cyprus Geological Survey
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Sources of more information

Type of information Name of provider

URL

This data sheet

Cyprus Geological Survey
Department

http://www.moa.gov.cy/moa/gsd

Non-commercial
directory

Commercial directory

Scientific publication

Other publication

Compiled by:

Cyprus Geological Survey Department
http://www.moa.gov.cy/moa/gsd
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